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FOR HELP OR ADVISE ON THIS PRODUCT PLEASE CONTACT YOUR DISTRIBUTOR. 

 

 
Please dispose of packaging for the product in a responsible     
manner. It is suitable  for recycling.  Help to protect the              
environment, take the packaging to the local amenity tip 
and place into the appropriate recycling bin. 
 
 
 
Never dispose of electrical equipment or batteries in with 
your   domestic waste. If your supplier offers a disposal facil-
ity please use it or alternatively use a recognised re-cycling 
agent. This will allow the recycling of raw materials and help 
protect the environment. 

Ref:101027 
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01942  
Bench Morticer 

Please read and fully understand the instructions in 
this manual before operation. Keep this manual 

safe for   future reference 
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  PARTS LIST….cont 

Ref No. Description Ref No. Description 

57. Screw 59. Gas Spring 

58. Screw 60. Screw 
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  GENERAL SAFETY INSTRUCTIONS 

1. KNOW YOUR POWER TOOL. Read this owner's manual carefully. Learn the tool's ap-
plications and limitations, as well as its specific potential hazards. 
2. KEEP GUARDS IN PLACE and in working order, never use the tool if any damage is 
present. 
3. REMOVE ADJUSTING KEYS AND WRENCHES. Form a habit of checking to see that ad-
justing tools and wrenches are removed from machine before turning it on. 
4. KEEP WORK AREA CLEAN. Cluttered areas and benches invite accidents. 
5. DON’T USE IN DANGEROUS ENVIRONMENTS. Don't use power tools in damp or wet 
locations, or expose them to rain. Keep work area well lit. Don't use the tool in the pres-
ence of flammable liquids or gases. 
6. KEEP CHILDREN AWAY. All visitors should be kept a safe distance from work area. 
7. MAKE THE WORKSHOP CHILD PROOF with padlocks, master switches or by removing 
starter keys. 
8. DON’T FORCE THE TOOL. It will do the job better and safer at the rate for which it was 
designed. 
9. USE THE CORRECT TOOL. Don't force the tool or attachment to do a job for which it 
was not designed; for example, don't use a circular saw for cutting tree limbs or logs. 
10. WEAR PROPER APPAREL. Do not wear loose clothing, gloves, neckties, rings, brace-
lets, or other jewellery which may get caught in moving parts. Non-slip footwear is rec-
ommended. Wear protective hair covering to contain long hair. 
11. ALWAYS USE SAFETY GLASSES. Also use a face or dust mask if cutting operation is 
dusty everyday, eyeglasses only have impact resistant lenses, they are NOT safety 
glasses. 
12. SECURE WORK. Use clamps or a vice to hold work when practical. It's safer than 
using your hand and it frees both hands to operate tool. 
13. DON’T OVERREACH. Keep proper footing and balance at all times. 
14. MAINTAIN TOOLS WITH CARE. Keep tools sharp and clean for best and safest per-
formance. Follow instructions for lubricating and changing accessories. 
15. DISCONNECT THE TOOL. Before servicing; when changing accessories such as 
blades, bits, cutters, and the like. 
16. REDUCE THE RISK OF UNINTENTIONAL STARTING. Make sure the switch is in the OFF 
position before plugging in or inserting battery if applicable. 
17. USE RECOMMENDED ACCESSORIES. Consult the owner's manual for recom-
mended accessories. The use of improper accessories may cause risk of injury to per-
sons or damage to the tool. 
18. NEVER STAND ON THE TOOL. Serious injury could occur if the tool is tipped or if the 
cutting tool is accidentally contacted. 
19. CHECK FOR DAMAGED PARTS. Before every use of the tool, check the guard or 
other parts for damage, check to determine that it will operate properly and perform 
its intended function - check for alignment of moving parts, binding of moving parts, 
its operation. A guard or other part that is damaged should be properly repaired or 
replaced. 
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   PARTS LIST 

Ref No. Description Ref No. Description 

1. Lock Washer 29. Handle 

2. Bolt 30. Gear  

3. Base 31. Pin 

4. Screw 32. Connecting Bend A 

5. Screw 33. Cover 

6. Fence 34. Spring 

7. Guide Column 35. Screw 

8. Screw 36. Connecting Bend B 

9. Screw 37. Gear Column 

10. Guide Bracket  38. Guide Column 

11. Lock Handle 39. Depth Set Guide 

12. Knob 40. Lock Handle 

13. Hold Down Clamp 41. Wood Table 

14. Guide Column  42. Screw 

15. Screw 43. Chisel 

16. Cover 44. Chisel Bushing 

17. Nut 45. Chuck 

18. Washer 46. Screw 

19. Spring 47. Screw  

20. Washer 48. Gear Shaft 

21. Tool Rack 49. Gear Casing 

22. Screw  50. Screw 

23. Power Cord 51. Lock Washer 

24. Handle Gloves 52. Cover 

25. Motor 53. Switch Box 

26. Bolt  54. Screw 

27. Lock Washer  55. Switch 

28. Step Plate 56. Screw 
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  EXPLODED DRAWING 
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   GENERAL SAFETY INSTRUCTIONS….cont 

20. DIRECTION OF FEED. Feed work into a blade or cutter against the direction of rota-
tion of the blade or cutter only. 
21. NEVER LEAVE THE TOOL RUNNING UNATTENDED. TURN the power off. Don't leave  
the tool until it comes to a complete stop. 
22. DON’T ABUSE CORD. Never carry the tool by the cord or pull it to disconnect the 
plug from the mains socket. Keep cord away from heat, oil and sharp edges. 
23. USE SUITABLE VOLTAGE. Before connecting the machine to a power source, be 
sure that the voltage supplied is the same as that specified on the nameplate of the 
machine. 
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  SPECIFIC SAFETY INSTRUCTIONS 

WARNING: Do not operate your morticer until it is completely assembled and installed 
according to the instructions. 
 
1.   DO NOT OPERATE THIS MACHINE until it is assembled and installed according to the 

instructions. 
2.   OBTAIN ADVICE FROM YOUR SUPERVISOR, instructor, or another qualified person if 

you are not familiar with the operation of this machine. 
3.   FOLLOW ALL WIRING CODES and recommended electrical connections. 
4.   MAKE CERTAIN the machine is fastened to a supporting surface to prevent it from 

tipping over during operation. 
5.   NEVER turn the morticer ON before clearing the table of all objects (tools, scrap 

pieces, etc.). 
6.   ALWAYS keep hands, fingers and hair away from the rotating bit. 
7.   DO NOT attempt to mortice material that does not have a flat surface, unless a 

suitable support is used. 
8.   ALWAYS position hold down clamp directly over work-piece to prevent it from lifting 

during operation. 
9.   ALWAYS support the work-piece securely against fence to prevent rotation. 
10. BE SURE drill bit is sharp, not damaged, and properly secured in the chuck before 

operation. 
11. MAKE SURE chuck key is removed before starting the machine. 
12. NEVER turn on the power with the drill bit or chisel contacting the work-piece. 
13. NEVER perform layout, assembly, or set-up work on the table while the morticer is 

running. 
14. ADJUST the depth stop to avoid drilling into the table. 
15. ALWAYS turn off the power before removing scrap pieces from the table. 
16. SHUT-OFF the power, remove the drill bit and chisel, and clean the table before 

leaving the machine. 
17. FOR YOUR OWN SAFETY – Do not wear gloves when operating the machine. 
18. SHOULD any part of your tool be missing, damaged, or fail in any way, or any 

electrical component fail to perform properly, turn off the switch and remove the 
plug from power supply outlet. Replace missing, damaged, or failed parts before 
resuming operation. 

19. THE USE of attachments and accessories not recommended by SIP may result in 
the risk of injuries or damage. 

20. TURN THE MACHINE “OFF” AND DISCONNECT THE MACHINE from the power source 
before installing or removing accessories, before adjusting or changing set-ups, or 
when making repairs. 

Caution! If used incorrectly, woodworking machines can be dangerous; 
for this reason always comply with the safety instructions mentioned in this 
manual. 
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  OPERATING INSTRUCTIONS….cont 

with the chuck key. 
5. Loosen screw and push chisel up against the bushing, then fully tighten the screw. 
This should provide the proper distance between the points of the chisel and the bit. 

  MAINTENANCE 

The Morticer requires only minor maintenance, such as cleaning and lubrication and 
routine adjustment and sharpening of the chisel and bit. 
 
Dust the machine down after each use and, as necessary, use light applications of oil 
or grease to lubricate linkages, moving parts, etc. 
 
SHARPENING CHISEL & BIT: 
 
The chisel and bit should be kept sharp for best performance. Blunt edges will give in-
accurate mortises and can lead to overheating and breakage to chisel or bit. If chisel 
and bit are badly worn and become difficult to sharpen, they should be replaced. 
 
1. Sharpen the bit by using a small, smooth file, following the original shape of the bit. 
File the inside edge of the spur, the sides of the brad point, and the cutting edge in-
wards toward the flute of the bit. See Fig. 13. Do not file the outside edge of the spur 
as this will affect the diameter of the bit. 

2. Sharpen the chisel with a mortise chisel cutter with the correct size pilot. (Pilot size will 
differ depending on the size of your chisel). Two or three turns of the cutter in a car-
penter's brace chuck should be enough to sharpen the chisel, as shown in Fig. 14 

Fig. 14 Fig. 13 
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  OPERATING INSTRUCTIONS….cont 

Fence: 
 
The fence (A) Fig. 10, can be moved in or out by loosening lever (B), sliding fence to 
the desired position and tightening lever (B).  
 
NOTE: Lever (B) is spring-loaded and can be repositioned by pulling out on the lever 
and repositioning it on the serrated nut located underneath the lever. 

Depth Stop: 
 
A depth stop guide (A) Fig. 11, is provided to limit the depth of the chisel (B). To adjust 
the depth stop guide (A), loosen screw (C) and lower head until the chisel (B) is at the 
desired depth. Lower depth stop guide (A) until it is at the desired depth , tighten screw 
(C). 
 
Installing Chisel / Bit: 
 
1. Loosen the lock screw, shown in Figure 12. 
2. Insert the chisel into the retaining bush. Tighten the screw just enough to hold the 
chisel in place. 
 
NOTE: Set the slot in the side of the chisel to the left or right, NOT to the front or back. 
This will allow chips to escape when cutting mortises. 
 
3. Push the chisel up as far as possible into the head. Then lower the chisel approxi-
mately 0.8 mm to 1.6 mm, depending on the type of wood  being worked and the 
size of chisel being used. Tighten the screw to hold chisel in place. 
4. Push bit up through the chisel opening as far as it will go. Lock the drill bit in place 

Fig. 11 Fig. 12 
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  SPECIFIC SAFETY INSTRUCTIONS….cont 

WARNING! Before connecting the tool to the mains supply be sure that the 
voltage supply is the same as that specified on the nameplate of the tool. 
A power source with a voltage greater or lower than that specified for the 
tool can result in serious injury to the user, as well as damage to the tool. If 
in doubt, do not plug the tool into the mains supply. Always turn the ma-
chine off and remove the plug from the mains socket before making any 
adjustments or maintenance. 

CAUTION: THE WARNINGS AND CAUTIONS MENTIONED IN THIS INSTRUCTION MANUAL 
CAN NOT COVER ALL POSSIBLE CONDITIONS AND SITUATIONS THAT MAY OCCUR. IT 
MUST BE UNDERSTOOD BY THE OPERATOR THAT COMMON SENSE AND CAUTION ARE 
FACTORS WHICH CAN NOT BE BUILT INTO THIS PRODUCT, BUT MUST BE APPLIED. 

 
When using this morticer, always ensure the operator as well as those in 
the area wear ear protection; particularly during extended use. 

 
When using this morticer always ensure the operator as well as those in 
the area wear eye protection. 

 
Some wood and wood composites / additives have the potential to be 
highly toxic; always wear a face mask when operating this morticer. 
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  TECHNICAL SPECIFICATIONS 

Part Number 01942 

Input Voltage 230v ~ 50hz 

Morticing Capacity 1/4” - 1/2” 

Spindle Speed 1400 rpm 

Standard Bush Size ¾” (19.05 mm) 

Overall Height (inc. Handle) 780 mm 

Table Size 340 mm x 150 mm 

Weight 31 Kg 

  GETTING TO KNOW YOUR MORTICER 

13 

  ASSEMBLY INSTRUCTIONS….cont 

  OPERATING INSTRUCTIONS 

flat on the bar (F). 
 
Fit the hold-down clamp (H) Fig. 7, onto the bar (F) as shown, and tighten screw (J) 
against the flat on the bar. 

Fig. 8 

Tool / Chisel Holder: 
 
Fit the tool and chisel holder (A) Fig. 8, to the rear of the main head casting and se-
cure using the two M6 x 25 cap-head bolts (B) and M6 flat washers as shown. 

Raising / Lowering The Head: 
 
The head (A) Fig. 9, is raised and lowered by means of the handle (B); For maximum 
leverage during the mortising operation, the handle (B) can be repositioned by pulling 
out the hub (C) of the handle assembly and repositioning the hub on the pinion shaft. 

Fig. 9 Fig. 10 
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  ASSEMBLY INSTRUCTIONS….cont 

Fig. 5 

Fig. 6 

Fig. 7 

 
 
 
 
 
2. Fig. 5, illustrates the gas spring (B) fitted to 
the machine. The gas spring (B) keeps the 
head in the up position. 
 
 
 
 
 
 
 
 
 
 
 
 
Table: 
 
Fit the table (A) Fig. 6, to the base and secure 
fully using the two M6 x 35 counter-sunk screws 
(B); Insert the two screws (B) into the two holes in 
table (A) and screw into the base (C).  
 
 
 
Fence & Work-piece Hold-down Clamp: 
 
Insert bar of fence assembly (B) Fig. 7, through 
the hole in the column as shown. Tighten han-
dle (A) against flat on fence bar to hold fence 
in position.  
 
NOTE: Handle (C) is spring-loaded and can be 
repositioned on the stud located underneath 
the handle by pulling out the handle and re-
positioning it on the stud. 
 
6. Insert bar (F) Fig. 7, into hole on top of fence 
as shown, and tighten set screw (G) against the 
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  ELECTRICAL CONNECTION 

Connecting to the power supply: 
 
This SIP morticer is fitted with a standard 230v ~ 13 amp plug. Before using the mor-
ticer, inspect the mains lead and plug to ensure that neither are damaged. If any 
damage is visible have the morticer  inspected / repaired  by a suitably qualified per-
son. If it is necessary to replace the plug a heavy duty impact resistant plug would be 
preferable. 
 
The wires for the plug are coloured in the following way: 
 
         Yellow / green        Earth 
          Blue                        Neutral 
          Brown                      Live 
 
As the colours of the wires may not correspond with the markings in your plug, pro-
ceed as follows: The wire which is coloured blue, must be connected to the terminal 
marked with N or coloured black. The wire which is coloured brown, must be con-
nected to the terminal, which is marked L or coloured red. The wire which is coloured 
yellow / green should be connected to the terminal which is coloured the same or 
marked  
 
 
Always secure the wires in the plug terminal carefully and tightly. Secure the cable in 
the cord grip carefully. 

Note: Always make sure the mains supply is of the correct voltage and 
the correct fuse protection is used. In the event of replacing the fuse al-
ways replace like for like. 

Note: If an extension lead is required in order to reach the mains supply; 
ensure that this too is rated for the correct voltage and fuse rating (230v ~ 
13 amps).  
 
 
Note: The cross section of the extension lead should be checked so that it 
is of sufficient size so as to reduce the chances of voltage drops. 

Warning: Never connect live or neutral wires to the earth terminal of the 
plug. Only fit an approved plug with the correct rated fuse. If in doubt 
consult a qualified   electrician. 
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  GUARANTEE 

Guarantee: 
 
This SIP morticer is covered by a 24 month parts and labour warranty covering failure 
due to manufacturers defects. This does not cover failure due to misuse or operating 
the machine outside the scope of this manual. 
 
In the unlikely event of warranty claims, contact your distributor as soon as possible. 
Proof of purchase will be required before any warranty can be honoured. 

Note: Proof of purchase will be required before any warranty can be hon-
oured. 
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  ASSEMBLY INSTRUCTIONS 

Handle: 
 
1. Fit the hub of the handle assembly (A) Fig. 2, 
to end of the pinion shaft (B) and fasten handle 
to pinion shaft using special screw (D) and 
spring (C). 
 
 
 
 
 
 
 
 
 
 
 
2. Raise morticing machine head (E) Fig. 3, to 
the up position by turning handle (A) clockwise. 
 
NOTE: Handle (A) is spring-loaded and can be 
repositioned by pulling out handle and reposi-
tioning it on pinion shaft (B). 
 
 
 
 
 
 
 
 
 
 
Gas Spring: 
 
1. Make sure head (A) Fig.4, is held in the up 
position and fit the gas spring (B) to the two fit-
tings (C), one located on the column and the 
other on the back of the head. 
 
 
 

Fig. 2 

Fig. 3 

Fig. 4 


